Accessories & Options

P25 Transceiver

VX-7100/7200 Series || VX-P920/P820 Series |

Cable (for FIF-10/A) 7.4V 1150 mAh Li-lon Battery 7.4V 2000 mAh Li-lon Battery | e 8B 8 0

— VX-7100 | VX-7200 | VX-7100 | VX-7200 VX-P920 Series VX-P820 Series .
| | VHF UHF VHF \ UHF VHF | UHF
H,." General Specifications General Specifications - e r I es
4 Frequency range 134 - 174 MHz 380 - 450 MHz Frequency range 134 - 174 MHz 380 - 450 MHz 134 - 174 MHz 380 - 450 MHz
450 - 512 MHz 450 - 512 MHz 450 - 512 MHz -
Number of Channels 8 501 8 501 Number of Channels 512 (VX-P929/P924) / 48 (VX-P921) 512 (VX-P829/P824) / 16 (P821) P25 H F C U H F Tra nscelv
Number of Groups 1 32 1 32 Number of Groups 32 (VX-P929/P924) / 3 (VX-P921) 32 (VX-P829/P824) / 1 (P821) —
Channel spacing 12.5/20/25 kHz Channel spacing 12.5/20/ 25 kHz 12.5/20/ 25 kHz
MH-25A8J MH-700D ' MH-50D7A MH-66A7A W/PE ﬂy’fgg%ﬁ\ Operating voltage 13.6 VDC +15% PLL Steps 5/6.25 kHz 5/6.25 kHz 5/6.25 kHz 5/6.25 kHz
Standard Microphone DTMF Back-lit Microphone Speaker/Microphone Submersible External Microphone Current drain Operating voltage 7.4VDC 7.4VDC
Standby 04A Battery Life 10.4 h w/ FNB-V87LI | 10.0 h w/ FNB-V87LI | 10.6 h w/ FNB-V87LI | 11.0 h w/ FNB-V87LI
Receive 25A (RX'5:TX5: STBY 90 Duty)
Transmit 11.0A Temperature Range -30°Cto +60° C -30° Cto + 60° C i L
Operating Temperature -30° C to +60° C Frequency Stability +2.5 ppm +2.5 ppm it MR .. Uiirtex Seuoded (@ tmimia ot
Frequency Stability +2.5 ppm Dimensions (W x H x D) 57.5x 133 x 37.5 mm 57.5x96.5 x37.5 mm |
Dimensions (W x H x D) 165 x 43 x 155 mm Weight (approx.) 380 g w/Ant, Battery (FNB-V86LI) and Belt Clip | 310 g w/Ant, Battery (FNB-V86LI) and Belt Clip |
Weight 1.4 kg Receiver Specifications Measurements made per TIA/EIA-603 (Analog), TIA-102 CAAA (Digital)
Receiver Specifications Measurements made per TIA/EIA-603 (Analog), TIA-102 CAAA (Digital) Sensitivity (12 dB SINAD) EIA 0.25 uv 0.32 uv 0.25 uv 0.32 uv
» VH-111 VH-121 Sensitivity Digital 5% BER 0.25 uv 0.32 uv 0.25 pv 0.32 uv
MD-11A8J MD-12A8J Over the Head, 3-Wire Earpiece, Mic, Analog 12dB SINAD 0.25 uv 0.30 uv Digital 1% BER 0.35 uV 0.40 uv 0.35 uV 0.40 uv
Desktop Microphone Desktop Microphone Heavy Duty Headset Palm PTT Switch Digital 5% BER 0.25 uV 0.30 pV dacen Channe Seectty Anlog (V) 75170 dB 75/70 dB 75/70 dB 75/70 dB
Digital 1% BER 0.35 uVv 0.40 uv Intermodulation Analog (W/N) 75/70dB 75/70 dB 75/70dB 75/70dB
Adjacent Channel Selectivity Spurious and Image Rejection Analog 80 dB 75 dB 80 dB 75 dB
Analog (W/N) 85/75dB 80/72dB Hum and Noise Analog (W/N) 48 /42 dB 48 /42 dB
Intermodulation Audio Output 700 mW @16 Ohms, 5% THD 700 mW @16 Ohms, 5% THD
Analog (W/N) 80/75dB 80/75dB Transmitter Specifications Measurements made per TIA/EIA-603 (Analog), TIA-102 CAAA (Digital)
Spurious and Image Rejection Power Output 5/25/1/025W 5/25/1/025W
Analog 90 dB 85dB Modulation Analog (W/N) 16KOF3E / 11KOF3E 16KOF3E / 11KOF3E
Hum and Noise Digital 8K10F1D / 8K10F1E 8K10F1D / 8K10F1E 1 e\ —
MLS-100 MLS-200 VH-131 VAC-6920B/C/U* Analog (W/N) 50/44 dB 46/40 dB Spurious Emissions 70 dB 70 dB VX-P929 VX-P924
E | Speak i i i i 512 ch/32 groups with 16 Keys and LCD 512 ch/32 groups with 4 Keys and LCD
xternal Speaker External Speaker 2-Wire Earpiece, Palm 6-unit Multi Charger - “— :
(12 W Peak Power) (12 W Peak Power) Mic / PTT Combo for ENB-V86LI. V87LI. VO2LIIS Audio Output Internal: 2 W @ 32 Ohms 5 % THD FM Hum and Noise Analog (W/N) 46 /40 dB 46 /40 dB - 4 = A=
External: 12 W @ 4 Ohms 5 % THD Audio Distortion Less than 3 % @ 1kHz Less than 3 % @ 1kHz ! = k. I
Transmitter Specifications _Measurements made per TIAEIA-603 (Analog), TIA-102 CAAA (Digital) |  Specifications are subject to change without notice or obligation. \
- - - - . L
RF power output 50/25/10W 45/25/10W VX-P920/P820 Series : Applicable International Protection Standard day o
Modulation T -
Vertex Standard )
Analog (W/N) 16KOF3E / 11KOF3E SUBHIESTBle 's Special Order Version
» Digital 8K10F1D / 8K10F1E 1 m for.30 min Intrinsically Safe Version Available
3 FM Hum and Noise E—— E
U/ Intrinsically Safe Information
Analog (W/N) 46 /40 dB — . . . . .
Spurious Emissions 70.dB The Intrinsically Safe Version of VX-P920/P820 series, equipped with any of optional
uriou issi N H o e
FP-1030A VPLA VAC-920B/C/U* Salesien s Audio Distortion Less than 3 % @ 1kHz x?gg,crpaeszt?l thGGrgiql;l rg_rgggtr?doégl;lss KIUfIc_J?Lifatl?dgggl?or::;?iroglsass | Dvision 1, Groups
External Power Supply Programming Cable Desktop Rapid Charger 7.4V 3000 mAh Li-lon Battery udio ° ’ ’ P ’ .
(13.8 VDC 25 A) (Computer to Radio) for FNB-V86LI, V87LI, V92LI/IS *IS : IS Version n . . -
VX-7100/7200 Series : Applicable MIL-STD VX-P920/P820 Series : Applicable MIL-STD
Standard MIL 8I10c MIL 810D MIL BI10E MIL 8.1 OF Standard - Nlll.'glgf: ures | Math |vJ|||."x‘al10|)wm o | et IVAIIL"§I10E - ~ MIL 810F
Low Pressure 500.1/Procedure Il 500.2/Procedure |, Il 500.3/Procedure I, Il 500.4/Procedure |, Il Low Pressure 500.1/Procedure |, Il 500.2/Procedure |, Il 500.3/Procedure |, Il 500.4/Procedure 1, Il
High Temperature | 501.1/Procedure |, Il - - - High Temperature | 501.1/Procedure |, Il 501.2/Procedure |, Il 501.3/Procedure |, Il 501.4/Procedure |, Il
Low Temperature | 502.1/Procedure | 502.2/Procedure |, Il 502.3/Procedure I, Il 502.4/Procedure |, I ‘IFOW TeTperg;urek 502.1/Procedure |, I 502.2/Procedure |, Il 502.3/Procedure |, Il ggg.i;grocegure :, 1] = h | e
T ture Shock | 503.1/Procedure | 503.2/Proced .3/Proced 503.4/Procedure |, 11 emperature Shock | - - - .4/Procedure ) - .
Szr}r;ipre;{aaxérieaﬁm?c 505}1/p;8§2dﬂ2 | z rocecure 503.8/Procedure 505_4@,(:223”,2? Cat. A1| | Solar Radiation | 505.1/Procedure | 505.2/Procedure Il Cat. A1 | 505.3/Procedure Il Cat. A1 | 505.4/Procedure I, Il Cat. A1 VX-P829 VX-P824 - 21 ) VX-7100
Rain 506.1/Procedure |, Il | 506.2/Procedure |, Il | 506.3/Procedure I, 1l | 506.4/Procedure I, II Rain 506.1/Procedure | 506.2/Procedure | 506.3/Procedure I, Il | 506.4/Procedure | 512 ch/32 groups with 16 Keysand LCD 512 ch/32 groups with 4 Keys and LCD 16 ch/1 group without LCD 8 ch/1 group
Humidity 507.1/Procedure I, Il | 507.2/Procedure II, Il | 507.3/Procedure II, Il | 507.4/Procedure | Humidity 507.1/Procedure I, Il | 507.2/Procedure II, Il | 507.3/Procedure I, lll |-
Salt Fog 509.1/Procedure | 509.2/Procedure 509.3/Procedure | 509.4/Procedure Salt Fog 509.1/Procedure | 509.2/Procedure | 509.3/Procedure | 509.4/Procedure |
Sand and Dust | 510.1/Procedure | 510.2/Procedure | 510.3/Procedure 510.4/Procedure |, Ill Dust 510.1/Procedure | 510.2/Procedure | 510.3/Procedure | 510.4/Procedure |, Ill
Vibration 514.2/Procedure VIII, X | 514.3/Procedure Cat. 8 | 514.4/Procedure Cat. 8| 514.5/Procedure Cat. 24| | Vibration 514.2/Procedure | Cat. 10,8 | 514.3/Procedure | Cat. 10 | 514.4/Procedure | Cat. 10 | 514.5/Procedure | Cat. 20,24
Shock 516.2/Procedure I, lll, V | 516.3/Procedure |, IV, V, VI| 516.4/Procedure I, IV, V, VI | 516.5/Procedure |, IV, V, VI Shock 516.2/Procedure | 516.3/Procedure | 516.4/Procedure | 516.5/Procedure | P - ’
= 4 Vertex Standard
LF-1 CT-104/A 1IS09001:2000 1S014001:2004
Line Filter Radio Programming FNB-V86LI FNB-V87LI 4 e ®P1 - 2
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YAESU MUSEN CO., LTD  YAESU MUSEN CO., LTD
1S09001:2000 certification ~ 1S014001:2004 certification
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Vertex Standard

WS Vertex Standard
— VERTEX STANDARD CO., LTD.  — VERTEX STANDARD http:/www.vertexstandard.com ———————
4-8-8 Nakameguro, Meguro-ku, Tokyo 153-8644, Japan US Headquarters
For our latest product news, visit us on the Internet: 10900 Walker Street, Cypress, CA 90630, U.S.A.

http://www.vxstd.com — YAESU EUROPE B.V.
P.O. Box 75525, 1118 ZN Schiphol, The Netherlands

http://www.yaesu.co.uk

VX-7200

FBA-34 501 ch/32 groups

Alkaline Battery Case (6XAA)

CT-4 FIF-10/A
Cloning cable (T9101411) USB Programming Interface

FIF-10/A
USB Programming Interface

,*YAESU UK LTD. E-mait: sales@yaesu.co.uk
Unit 12, Sun Valley Business Park, Winnall Close

CE76 Programming Software MH-65B7A Submersible External Microphone CT-116  Radio to Radio Cloning Cable ; . “ ‘/Ertex standard
g;—}gg PC Programming Cable (for FIF-10/A) LCC-920 Leather Case (VX-P920 Series) Winchester, Hampshire, 5023 LB, UK. We make a differerce
- PC Programming Kit (CT-20 + CT-115) LCC-820 Leather Case (VX-P320 Series) : .
CT-115  PC Programming Cable (for VPL-1) CE76 Programming Software — VERTEX STANDARD HK LTD. nhtip:/fwww.vxstd.com.hk —

Unit 5, 20/F., Seaview Centre, 139-141 Hoi Bun Road,
Kwun Tong, Kowloon, Hong Kong

2006.0607NA(EXP/EU) B9200537 Printed in Japan

* B for 120 VAC / C for 230-240 VAC / U for 230 VAC




VERSATILITY

HIGH PERFORMANCE

Certain models feature Liquid Crystal Displays (LCD) and
provide visual indication of receive signal level (signal strength).
All models feature an audible indication of low receive signal
strength. When received signal strength falls to a level not
suitable for reliable communications, an alert tone will sound.

SECURITY

DURABLE CONSTRUCTION

OTHER FEATURES

091ygny ¥

This feature is useful if the unit has no display or if it is difficult for
the user to see the display during normal operation.

of the
The calling station will be identified either by their Alphanumeric  calling station will be shown (LCD models only). If no call list has
Tag (if defined in the Individual ID List), or by their ID number (if a  been defined, only the transmitting station's Code number will be
Tag is not defined).

displayed. The Paging Group may be subdivided into up to 15
sub-groups, and each channel may be assigned to a sub-group in
advance.

Channels can be programmed for analog only, digital only or
Mixed Mode dual Analog/Digital operation. The radio will automatically
switch to the appropriate format when it receives a call. This
capability provides seamless switching between Analog and
Digital systems saves available channel programming capacity
and simplifies user operation of the unit.

Data Encryption Standard (DES) is an older format system
based on a 64 bit encryption algorithm...

Advanced Encryption Standard (AES) is a newer and more
robust system based on 256 bit algorithm. Encryption Keys
Multiple encryption keys can be stored in the unit as required.
Miscellaneous - Emergence( Decode Indication
P25 contains special provisions for Emergency Calling. When an
"Emergency" signal is received, the radio's "Busy" LED can provide
a very bright white blinking indication while the LCD can show the
Unit ID or Alpha Tag of the unit in distress...(VX-P920/P820 Series)

VERSATILITY

VX-P929/P924/P829/P824 with LCD:

Maximum 512 Channels/32 Groups
VX-P921 w/o LCD:

Maximum 48 Channels/3 Groups
VX-P821 w/o LCD:

Maximum 16 Channels / 1 Group
The LCD-equipped version provides massive
channel storage capability: up to 512 channels
may be programmed into as many as 32 groups.
A single radio may therefore be programmed with
channel sets for a number of different jurisdictions
or organizations, ensuring seamless interoperability.
The VX-P920 Series without the LCD can accommodate
up to 48 channels in up to three groups.
The VX-P820 Series without the LCD can accommodate
up to 16 channels in a single memory group.

HIGH PERFORMANCE

Intelligent RX/TX Battery Saver

In addition to the traditional battery saver modes,
our exclusive Intelligent Saver reduces power
consumption associated with the DSP, yielding a
remarkable extension of battery life.

Clear Voice (VX-P920 Series)

(Improves TX Audio in Noisy Environments)
The unique Clear Voice feature provides a specialized
form of audio processing that helps the user's
voice stand out more clearly when he or she is
operating in a very noisy environment.

Loud 700 mW Audio Output

Ideal for reception in noisy environments, high-
powered audio of the VX-P920/P820 Series is
coupled to a large internal speaker, assuring solid
copy throughout difficult crowd control, fire or
sporting-event operations.

DURABLE CONSTRUCTION

Rugged, Submersible Design

The VX-P920/P820 Series portables are housed
in an ultra-rugged, impact-resistant case that is
designed to exceed U.S. MIL-STD 810C/D/E/F
standards for shock, vibration and driving rain; it
also meets international waterproofing standard
IP55 (water jets) and IP57 (submersion in water
to a depth of 1 meter for up to 30 minutes).

Submersible External Speaker/Microphone
MH-66 Series (optional)

When operating in an emergency situation where
immersion of the radio and/or its accessories could
occur, the optional MH-66 Series Speaker/Microphone
is rated to the same submersibility specifications
as the portable itself (IP57), ensuring that your
essential communications won't be interrupted if
the microphone gets dropped into the water.

VX-P920 Series

VX-P820 Series

| VX-P920 Series Features |

*DTMF ANI/DTMF Paging eCTCSS/DCS Encode
and Decode ¢2-Tone Encode and Multiple 2-
Tone Decode eUser Selectable Tone (VX-
P929/P924) eScan: Channel Scan, Priority
Scan, Dual Watch, Follow-me Scan, Follow-me
Dual Watch, and TA Scan eCompander (Wide
and Narrow Band) eLone Worker ®eProgrammable
Function Keys ePC Programmable ePower
Output: 5 W eWide/Narrow (12.5/20/25 kHz)
Programmable per Channel eBattery Indicator
el oud 700 mW Audio Output ®Speed Dial (16-key
Version only) e7-Color LED for Incoming Call
Alert eLarge LCD (Dot Matrix/12 Characters +
7 Segments/ 3 Characters) (VX-P929/P924)
eProgrammable Home Channel Function e Audio
Pitch Control eARTS™ (Auto-Range Transpond
System) eBCLO/BTLO (Analog Mode) and TOT

| VX-P820 Series Features |

eCTCSS/DCS Encode and Decode eDTMF
ANI/DTMF Paging (optional FVP-25 required for
DTMF Paging) ¢2-Tone Encode and Multiple 2-
Tone Decode eUser Selectable Tone (VX-P829/
P824) eScan: Channel Scan, Priority Scan,
Dual Watch, Follow-me Scan, Follow-me Dual
Watch, and TA Scan eCompander (Wide and
Narrow Band) eLone Worker ®Programmable
Function Keys ePC Programmable ePower
Output: 5 W eBattery Indicator ®Wide / Narrow
(12.5 / 20 / 25 kHz programmable per channel)
*Speed Dial (16-key version only) eLarge LCD
(Dot Matrix / 12 Characters +7 Segments / 3
Characters) (VX-P829/P824) 7-Color LED for
Incoming Call Alert eProgrammable Home Channel
Function eARTS™ (Auto-Range Transpond System)
*BCLO / BTLO (Analog Mode) and TOT eAudio
Pitch Control




